TOP FIX D/PLATE

14Gx75 S/S BATTEN
SCREWS INTO HWD
BEARER OR HWD NOG
FIXED TO JOISTS &
BEARERS WITH 14G
BATTEN SCREWS

DIA 8 HOLE C/S FOR

14G BATTEN SCREV\
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CORE DRILL FIXING

POST RING CORE DRILLED HOLE ¢DIA.7Smm> WITH

ALBALDKPL POST FIXED WITH NON SHRINK GROUT.

FILL GROUT TO UNDERSIDE OF TILE
ONLY & FIX POST RING WITH SIKA
11-FC TO STOP WATER EGRESS AND
TO AVOID CRACKING TILES THRU
EXPANSION OF POST.
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SIDE FIX B/PLATE

M10 S/S CHEMSET 90mm
INTO CONCRETE POST
TO PLATE REQUIRES AT
LEAST 100mm OF 6mm
FILLET WELD EACH
SIDE OF POST.
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SIDE THRU FIXING

POSTS SIDE FIXED
TO CONCRETE
UPSTAND, MINIMUM
200 HIGH WITH 2 X i )
MI10 S/S STUDS THRU

DIAl6mm SUPPORT
TUBES. 6mm BACKING
PLATE TO POST

MOUNT.
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i POST CENTRES VARY IF UNSURE ASKI

70x30x3 RAIL
S0x50x3 POST
DIA.15.88x1.42 UPRIGHT
€ 100mm CTRS

MATERIAL:ALUMINIUM 6061 T6

70x30 END BRACKET —_—
42 70 N eAP FIX WITH 14G FIXINGS |_
¥
-
GAP UNDER BOTTON RAIL.
NOMINALLY 40-80mn (MAX 125mm)>
REFER BELOW REFER BELOW FB38H CAST BRACKET

d ON BOTTOM RAIL

MAX SPAN FLANGED POSTS 1250mm
MAX SPAN CORED POSTS 1500mm

3200mn MAXIMUM PANEL SPAN BETWEEN STRUCTURAL POSTS

/ 70x30x3 RAIL

NOTES 170x30x3 TO BE JOINED WITH 400 LONG FOLDED CHANNEL TO FACILITATE TRANSPORT & POWDER COATING.

EDGE CONCEPTS

QLD PTY LTD

S0-52 KABI CIRCUIT
DECEPTION BAY 4508
PH.3897 8700
FAX.3897 8777

PART NO.

WELDED MELALEUCA BALUSTRADE RECT RAIL

DESCRIPTIDON.

ALUMINIUM BALUSTRADE
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